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2-5" PVCC RGC - i CONTROLLER FOUNDATION
IN_TRENCH eeeeg L INSTALLED IN IDOT NOTES:
oo O B 1 CONTRACT NO. 62586 1. SEE_DRAWINGS EI-100 AND EI-101 FOR
1z L \ 7 e -4 CNC CONDUIT STUBOUTS FOR ELECTRICAL SYMBOLS AND ABBREVIATIONS.
l | 2 4" PVCC RGC 4/ i LIGHTING AND CCTV INSTALLED IN
| IN TRENCH ) N IDOT CONTRACT NO. 62586 2. SEE ROADWAY PLAN DRAWINGS FOR
NOTE 7 CONSTRUCTION LIMITS.
1 CONDUIT STUBOUT FOR
COMED WILL FURNISH AND INSTALL SERVICE GROUNDING INSTALLED IN 3. ALL WORK ASSOCIATED WITH THE INSTALLATION
POLE, GROUNDING EQUIPMENT, INSULATORS, FRANSFORMER PAD IDOT CONTRACT NO. 62586 PEED MUST BE COGRDINATED WITH AND APPROVED
EQUIPHENT. AND. LABOR DELMED NOCESSARY CONCRETE HANDHOLE 3:-10"x3'-10"x4" (4)-4 CNC CONDUIT STUBOUTS FOR BY COMED.
FOR UTILITY SERVICE INSTALLATION TYPE El NOTE 4 LIGHTING AND CCTV INSTALLED IN
NOTES 4,6 1IDOT CONTRACT NO. 62586 4. ALL MATERIALS AND LABOR FOR THE
TOP VIEW INSTALLATION OF THE CONCRETE ENCASED
AOF VIEW DUCTBANK, UNDERGROUND CONDUIT, HANDHOLE,
-y SCALE: /o' = 1'-0" AND CONCRETE TRANSFORMER PAD MUST MEET
WITH ALL COMED REQUIREMENTS AND STANDARDS.
5. THE DEPTH OF THE DUCTBANK MAY VARY TO MEET
N RETAINING WALE THE PROPOSED RETAINING WALL, THE CONTRACTOR
H AINING WALL. TH ONTRA
UTILITY WOOD POLE F MUST COORDINATE THE INSTALLATION OF THE
PROVIDED BY THE ELECTRICAL EQUIPMENT WITH THE FINAL GRADING
UTILITY COMPANY PLANS IN THIS AREA FOR CONTRACT 62303.
6. THE HANDHOLE MUST BE INSTALLED FURTHER DOWN

PROVIDE A DUCTBANK IDENTIFICATION
MARKER AT THE END OF THE DUCTBANK

E ENGINEERS

CONSQER TOWNSEND ENVIRODYNE ENGINEERS, INC.
303 EAST WACKER DRIVE, SUITE 600
CHICAGO ILLINOIS B060I-5212, PHONE: {312) 938-0300

EXTEND PVC CONDUIT AND DUCTBANK
STEEL REINFORCEMENT 6 INCHES BEYOND
CONCRETE ENCASEMENT AND PROVIDE
PROTECTION TO PREVENT DAMAGE TQ
PVC CONDUIT AND REINFORCEMENT
STUBOUTS (NOTE 3)

10 NOMINAL

IDOT LIGHTING
CONTROLLER

INSTALLED IN IDOT
CONTRACT NO. 62733

CONCRETE
II'RANSFORMER

A
3'-10"x3'-10""x4"
NO

]
TE 4

CONCRETE HANDHOLE
TYPE E}
NOTES 4,6

\f2-5" PVCC RGC

IN TRENCH

NOTE

IN TRENCH
4 NOTE 7

ELEVATION VIEW
SCALE: /g = 1'-0"

RUN. SEE DRAWING EI-118. 12 CURB ROADWAY
¥ / |
R [E—— """
GGG ﬂ : .
N + BN
S A
3 |2 PYC TO RGC
Rz ADAPTER
AAAAAAAAAAAAAA
e — e

2-5" SCHEDULE 40 PVC CONDUITS ENCASED‘/
IN STEEL REINFORCED CONCRETE. SEE PLAN
DRAWINGS FOR LOCATION (NOTE 4)

PROVIDE A 7"
RGC SLEEVE

FOR EACH PVC
CONDUIT ROUTED
THROUGH RETAINING
WALL. SEE DRAWING
EI-118 FOR
DETAILS

4 PVCC RGC j

FENCE

RETAINING WALL

10° MIN.

CONDUIT INSTALLATION DETAIL FOR_LIGHTING CONTROLLER ELECTRIC SERVICE

SCALE: Yy = 1'-0"

— CONTROLLER FOUNDATION
AND SLAB INSTALLED IN
IDOT CONTRACT NO. 62586

CONCRETE TRANSFORMER PAD
3'-10""x3"-10""x4""
NOTE 4

NOTES 4,6

THE SLOPE AT A LOWER ELEVATION THAN THE
TRANSFORMER PAD TO ALLOW THE CONDUITS TO
DRAIN TOWARDS THE HANDHOLE AND AWAY FROM
THE TRANSFORMER. THE HANDHOLE COVER MUST
HAVE "‘COMED’* STAMPED ON IT,

CONDUIT CONNECTED TO UTILITY METER BY OTHERS.

CONDUIT MUST BE STUBBED UP 6 INCHES ABOVE

FINAL GRADE AND CAPPED NEXT TO FOUNDATION.

CONCRETE HANDHOLE, TYPE El
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